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GrimmSpeed Manual Boost Controller
Installation Instructions
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All GrimmSpeed products are intended for Off-Road use only.
Warning (read before installing):

Before moving forward with the setups outlined below, insure that you have the experience and confidence to properly tune your car.  If not, please consult a tuning professional.  Without a proper tune you can overboost and damage your engine.

Under no circumstances is the GrimmSpeed Manual Boost Controller to be used in any applications where failure of the valve to operate as intended could jeopardize the safety of the operator or any other person or property.

NOTE: You MUST run a boost gauge to properly tune the Manual Boost Controller. Raising your boost level may destroy your engine if you raise it too high.


A.  Purpose

The benefits of this upgrade are the ability to hold higher boost and better control over boost. 
B.  Basics

Our boost controller works by interrupting the pressure seen by the wastegate. If you were running no boost controller and your turbo was outputting 15psi then your wastegate would also be seeing 15psi. By placing our boost controller in between the pressure source and wastegate you are able to limit the amount of pressure that makes its way to the wastegate, thus you are able to efficiently increase boost pressure. Many OEM wastegates are only able to handle low psi, however with our boost controller, your vehicle will be able to produce much higher boost levels than your wastegate would normally allow. 

B.  Installation

1. Remove all OEM boost controlling vacuum lines. (This includes removing any restrictive pills). You will not be using the OEM solenoid but you will need to keep it plugged into the wiring harness.

2. Connect the pressure source(turbo, intake manifold, etc) to the inlet on our boost controller with supplied vacuum line. Inlet side is the side closest to the “G” in the GrimmSpeed logo on the boost controller. Tighten hose ends with zip ties.

3. Connect the wastegate actuator to the outlet of our boost controller with supplied vacuum line. The outlet side of our boost controller is the side with the adjuster rings on it. Tighten hose ends with zip ties.

4. View Fig. A below to ensure you have installed the vacuum lines correctly.

5. Turn adjustment knob CLOCKWISE(shorten MBC) to INCREASE boost pressure. Turn adjustment knob COUNTER-CLOCKWISE to DECREASE boost pressure. We advise starting at a lower boost pressure and then working your way up to desired target boost pressure.
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NOTE: If using with EWG, run the Wastegate Actuator
line to the bottom port on the EWG.




Please contact us if you have any questions during installation. 651.414.9747 or sales@grimmspeed.com. AIM: GrimmSpd / MSN:  grimmspeed@hotmail.com
Thank you for your purchase!
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